Mini Asset is the UHF Gen2 long range passive

tag. It is very suitable for IT asset tracking and

other non metallic assets where the conditions are
not harsh.

Specifications Product CodetJ211096

Electrical Characteristics

Air Interface Protocol ISO/IEC 18000-6C, EPC Global C1G2
Operating Frequency Range 860-960MHz
Read Distance 2-3 m/ 6.5-10 ft*, reader power 4W EIRP

(Dependent on application)

Mechanical Characteristics

Length 48 mm/ 1.90 inch
Width 34 mm/1.35 inch
Thickness 4.3 mm/0.17 inch
Weight 6.25 gms

Material HIPS

Quality Assurance 100% read tested
Color White
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General Characteristics

Ingress Protection NA

Operating Temperature -25°C to +75°C / -13°F to +185°F

Storage Temperature -25°C to +75°C / -13°F to +185°F

Attaching Mechanism Adhesive

Applicable Surface Materials Plastic and metallic objects

Expected Lifetime Years in normal operating conditions
Additional Services/Options

Pre encoding On request

Customization Logo/text printing on request**

Quoted performance achieved using in Omnia test lab conditions:
Mini Asset tag; on Plastic  2.0-3.0 m
Mini Asset tag; on Metal 2.0-3.0m

* Actual read range may vary depending upon the reader power and environmental factors
** Available as option at extra cost
Contact Omnia Technologies for additional information.

Omnia Technologies Pvt. Ltd
Plot No. 68, Sector-5, IMT Manesar, Gurgaon, Haryana (India)
Tel: 91-124-4366174, 410. Fax: 91-124-4366411

Omnia reserves the right to change/update anyrirdtion provided above without prior notice.

E-mail: Website; Page 2 of 2




